
  

ROCHESTER PUBLIC WORKS DEPARTMENT 

STANDARD SPECIFICATIONS BOOK 

TRANSMITTAL LETTER NO.: (04-01) 

DATED:  April 1, 2004 

SUBJECT: 
S100, W200, C150, T100, ENGINEERING STANDARDS, 
Detail Plates, index, and entire sanitary & storm sewer section 1, 2-12a, 4-01, 03, 6-11a, 11b, 6-

12a, 12b, 13, 14, 15, 17, 7-02a, 02b, 02c, 7-03a, 03b, 03c 
 
The Standards for Street and Utility Construction have been updated. 
 
As reported in the previous Transmittal Letter (02-02), updates will be made available on 
the internet for printing.  The updates contained in Transmittal Letter No. 04-01 can be 
downloaded from the following web address. 
 
http://www.ci.rochester.mn.us/publicworks/design/design_main.htm 
 
 
INSTRUCTIONS: 
 
1. Remove from the Standard Specifications Book 

 
Sewer Specification – Table of Contents, 1-2, 5-14 
Water Specification – 3-4, 11-12 
Service Connection – Table of Contents, 3-10 
Trench Excavation – 13-14 
Engineering Standards – Table of Contents, 13-14 
Detail Plates, – index, and entire sanitary & storm sewer section 1, 2-12a, 4-01, 03, 6-
11a, 11b, 6-12a, 12b, 13, 14, 15, 17, 7-02a, 02b, 02c, 7-03a, 03b, 03c 
 

2. Insert into the Standard Specifications Book 
 
Sewer Specification – Table of Contents, 1-2, 5-14 
Water Specification – 3-4, 11-12 
Service Connection – Table of Contents, 3-10 
Trench Excavation – 13-14 
Engineering Standards – Table of Contents, 13-14 
Detail Plates, – index, and entire sanitary & storm sewer section 1, 2-12a, 4-01, 03, 6-
11a, 11b, 6-12a, 12b, 13, 14, 15, 17, 7-02a, 02b, 02c, 7-03a, 03b, 03c 

 
3. Any questions or comments should be directed to Russ Kelm (507) 281-6193 or email 

me at the following address: mailto:rkelm@ci.rochester.mn.us 
 



  

CHANGES MADE: 
S100.102 Added ASTM A1011, C877, Withdrawn ASTM F892  

S100.209 Added section Waterproofing Manholes in Non-paved Areas 

S100.209-14 Renumbered Sections 

S100.304 Added Section S100.304 Access to Utilities 

S100.305-8 Renumbered Sections 

S100.407 Added “waterproofing, etc…)” 

W200.208 Delete 2nd Sentence, “The American Flow Control high-density 
polyethylene trench adaptor will be considered an approved equal.” 

W200.209 Deletes U.S. Pipe & Foundry Metropolitan Snow Country 250 fire 
hydrant from the approved list.  

W200.304D Clarification in beginning of 3rd paragraph… “Direct Current (315 – 
385 amps)”.   

C150.203 6  New sentence 6. Service saddles shall be a single band with a single 
draw point.  The saddles shall be Fernco “E-Z Tap” or approved 
equal.  

C150.302  Changed the word “backfill” to “backfilled” to last paragraph.  

C150.303A5  New sentence #5 “A 4"x4" wooden post, extending one foot above 
grade, shall be placed by the pipe invert plug to mark the location of 
the pipe, when installed at a separate location from the water 
service”. 

C150.304  Changed the 2nd paragraph “…bottom of the bedding material” to … 
“… invert of the pipe…”. 

C150.306C1(d) Change curb box location indicators from 2" x 4" stakes to 4" x 4" 
wooden posts.  

T100.402B Changed wording of first sentence of paragraphs 2&3 to read “the 
lowering of the existing ground profile is required as part of the same 
projects”& “In those areas where no lowering of the existing ground 
profile is required as part of the same project”.  

ES 1005.10 New section on future sewer laterals, stubs.  
 
 
Detail Plates 
 
1-01 Changed SDP Reference numbers in notes 1, 2 & 8. 
1-02 Changed note 2 to include bolt down for field application. 
 Changed SDP Reference numbers in notes 2 & 3. 
1-03 Changed note 2 to include bolt down for field application. 
 Changed SDP Reference numbers in notes 2 & 3. 
1-04 Changed note 3 to include bolt down for field application. 
 Changed SDP Reference numbers in notes 3 & 4. 
1-05 New Plate 



  

1-06 New Plate 
1-07 Renumbered from 1-09. 
1-08 Renumbered from 1-06. 
1-09 Changed Grate type 5. 
 Added Grate types 7 & 8. 
 Renumbered from 1-05. 
1-10 Renumbered from 1-07. 
1-11 Renumbered from 1-08. 
2-12a Changed minimum ramp width from 3’ to 4’ at curb line. 
4-01 Changed note 4 to include 4”x4” wood post. 
 Changed SDP Reference number in note 8. 
4-03 Put Gas line in same trench as Electric, Telephone and TV conduits. 

Deleted Gas trench cross-section. 
 Changed all piping to SDR 35. 
 Changed RPU warning tape color from yellow to red. 
 Changed dimensions on conduit cross-section. 
 Added note 6. 
6-11a Changed titles for Details. 
 Changed note 4 in Residential Detail to Full Flow Stop Valve. 
 Changed note 7 in Residential Detail to Full Flow Stop Valve. 
 Changed note 4 in Manufactured Home Detail to Full Flow Stop Valve. 
 Changed note 7 in Manufactured Home Detail to Full Flow Stop Valve. 
6-11b Changed title for Commercial Details. 
 Changed note 8 by dropping word devices. 
6-12a Changed title for Outdoor Metering Detail. 
 Removed RPZ from note for Outdoor Metering. 
 Changed Outdoor metering note 7 to Approved Backflow Preventer. 
 Removed sprinkler head and label from Indoor Metering Detail. 
 Changed note 4 in Indoor Metering Detail to Full Flow Stop Valve. 
 Changed note 8 in Indoor Metering Detail to Full Flow Stop Valve. 
 Changed note 9 in Indoor Metering Detail to Approved Backflow 

Preventer. 
6-12b Changed title for Metering Detail. 
 Changed note 7. 
6-13 Changed title for service layout. 
6-14 Changed title from Mobile Home to Manufactured Home. 
6-15 Changed title of plate. 
6-17 Added notes 1 & 2. 
7-02a  Redrew BALE DITCH CHECK, changed name. 
  Added usage note to title. 

Removed “Recommended Spacing” chart and added a spacing formula. 
  Changed point “A” to be 1’0” min. above point “B”, added dimension. 
  Removed “Design Guidelines” chart and added a Mn/DOT reference. 
7-02b  Changed point “A” to be 1’0” min. above point “B”, added dimension. 
  Changed “Geotextile Filter” to “Geotextile Fabric Liner Type IV”. 
  Removed “Geotextile Fabric Filter” from Riprap note. 
  Removed “Recommended Spacing” chart and added a spacing formula. 
  Removed “Design Guidelines” chart and added a Mn/DOT reference. 
  Added Final Acceptance note. 



  

7-02c  Changed point “A” to be 1’0” min. above point “B”, added dimension. 
  Removed “Recommended Spacing” chart and added a spacing formula. 
  Removed “Design Guidelines” chart and added a Mn/DOT reference. 
  Changed notes 1 and 2 and added note 3. 
  Added Embedment dimension. 
7-03a  Changed note 1 from “mono/mono” to ”monofilament in both directions”. 
  Changed note 2 from “spec. 3891 Type-A” to “3891 Type-C”. 
7-03b  Changed note 1 from “mono/mono” to ”monofilament in both directions”. 
7-03c  Changed “Washed Aggregate” to “Type 9 Mulch”. 
  Changed 12” min. depth of aggregate to 6” min. 
 




























































































































































